Installation manual
Rotaid 24/7 module

Rotaid Backplate with carbon-look
and Rotaid logo
Step 1 - Open the cabinet and remove
the alarm system. This system has been
fixated with high quality 3M tape.
Therefore, removal could require
a reasonable amount of force.
Do not remove the coin-sized,
alarm triggering magnet in the cover.
This is also required for the audible alarm
system for your new installation.
Step 2 - (if cabinet is fitted with Rotaid
heating and LED system)
Disconnect the wire from the connector near
the transformer unit.
Please remove the heating system from the backplate.
The heating system is fixated via a large fixating tape. Therefore,
removal could require a reasonable amount of force. If any
residue remains on the backplate, there is no need
to clean it. The surface will be completely covered by the Rotaid
24/7 module. Make sure to remove the system including its
power cable.
The Rotaid 24/7 module comes with a new transformer unit.
This is identical to the unit that is currently part of your
installation. You can opt for maintaining the existing unit,
or simply replace this unit with the new transformer that comes
with the kit.
Step 3 - Remove the 2 bolts on the top of the cabinet,
that were used for hanging the AED.
Step 4 - For the electrical installation, please continue on
the next page. For mounting the new module on this backplate,
the EJOT screws are required.

2x Ejot screw
60x14mm

Installation manual
Rotaid 24/7 module

Rotaid Backplate
with fringe-pattern finish
Step 1 - Open the cabinet and remove
the alarm system. This can be done by
loosening the two small, recessed screws.
Do not remove the coin-sized,
alarm triggering magnet in the cover.
This is also required for the audible alarm
system for your new installation.
Step 2 - (if cabinet is fitted with Rotaid
heating and LED system)
Disconnect the wire from the connector
near the transformer unit.
Remove the heating system from the backplate
of the cabinet by loosening the four small,
visible screws. Please make sure the heating
system is removed, including its power cable.
The Rotaid 24/7 module comes with a new transformer unit.
This is identical to the unit that is currently part of your
installation. You can opt for maintaining the existing unit,
or simply replace this unit with the new transformer that comes
with the kit.
Step 3 - Remove the 2 bolts on the top of the cabinet,
that were used for hanging the AED.
Step 4 - For the electrical installation, please continue on
the next page. For mounting the new module on this backplate,
the two M6 bolts and washers are required.

2x Bolt M6x35mm

2x Washer

